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DESIGN / design Ital Pek s.r.l.

PROFILO policarbonato trasparente o opalino

profile matt or transparent polycarbonate

FISSAGGIO in appoggio mediante clips in plastica

fastening surface mounted - by means of transparent plastic clips

ALIMENTAZIONE / power supply 24V DC

LUNGHEZZE da 300 mm a 4000 mm - qualsiasi misura personalizzata su richiesta

profile length from 300 mm up to 4000 mm - any custom-made length upon request

LUNGHEZZA CAVO ogni lampada & dotata di cavo con connettore da 300mm e prolunga da 2800mm al trasformatore
cable length each lighting unit is provided with a 300mm cable with connector and a 2800mm extension cable
LED specifiche COB LED - assorbimento 5 Watt/m

LED specifications COB LED seamless light - power consumption 5 Watt/m

COLORE LUCE TEMPERATURA luce naturale _4000 K +/- 200 K - luce calda_3000 K +/- 200 K

LED colour temperature natural white 4000 K +/- 200 K - warm white 3000 K +/- 200 K

CERTIFICAZIONE FOTOBIOLOGICA classe di rischio O

photobiological safety class 0

RESA CROMATICA CRI>80 standard

cromaticity index CRI>80 standard

COMANDI REMOTI ABBINABILI
RICEVITORE DIMMER con RADIOCOMANDO WIRELESS POLLICINO

DIMMER a bassa tensione permette di accendere, spegnere e regolare I'intensita di piu barre a
LED direttamente dal radiocomando remoto ‘POLLICINO’ fino a max 240W di assorbimento. A .
|

SUITABLE REMOTE CONTROLS 7, 7
DIMMING RECEIVER WITH WIRELESS POLLICINO REMOTE CONTROL [ @)

This low-voltage DIMMER receiver allows to switch on, off and dim more LED lighting units up to N ¥

a maximum of 240W of power consumption via ‘POLLICINO’ wireless remote control.,
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Questo dispositivo

& munito di lampade
a LED infegrate.

This luminaire contains
builkin 1ED lomps.
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